Ve
EQUIPMENT LIST FOR AREAS SHOWN
Pole Luminaires
orv | vocaTon | sze | ¢ elATon | Mgt TypE OLE | G | GRIDS
4 Al-A4 60' - 60' 1500W MZ 3 3 0
S b Teo ; &0 1200W My : : 5 musco
1 B3 60' - 60' 1500W MZ 5 5 0 ®
Ll B4 60| - 60 1S00wMz | 4 | 4 | O GREEN GENERATION LIGHTING™
8 TOTALS 31 /310
GUARANTEED PERFORMANCE
ILLUMINATION SUMMARY
spill
York County Little League
Newport News, VA
00900 spill
£.01_H.00 0000 p.00p.00-H00-HO0 . - Grid Spacing = 30.0'
003 P03 P02 P02 P02 P02 P01 PO $.00 - Values given at 3.0' above grade
0.03 0034 :
P02
£.00 - Luminaire Type: 1500W LSG
.03 00 - Rated Lamp Life: 5000 hours
P - Avg Lumens/Lamp: 134,000
P04 bor CONSTANT ILLUMINATION
.06 HORIZONTAL FOOTCANDLES
p.01 -
Statistical
p10 bo1 Area
’ No. of Target Points: 71
H.19 Average: 2.083
p02 Maximum:  14.93
61 ini :
Blp B3 bos Mlnln.wum. 0.00
5¢ @ Average Lamp Tilt Factor: 1.000
' 0.05 Number of Luminaires: 31
1011 Avg KWh Consumption over 5000 hours: 48.36
.06
5.65
.08
A57 Guaranteed Performance: The CONSTANT
po7 ILLUMINATION described above is guaranteed for the rated
#:26 o bos life of the lamp.
£18 A3 B4 Field Measurements: Averages shall be +/-10% in
$.05 accordance with IESNA RP-6-01. Individual measurements
435 $ may vary from computer predictions.
P05 . ) .
p56 ® 4o 10 P07 D05 Electrical System Req"uwements. Refer to Amperage )
p57 142@42.06 115 9.86 4. : Draw Chart and/or the "Musco Control System Summary
3.70-9-50 8—F- ’ for electrical sizing.
P 80 5.37 D103 4176 963 $03 < 42 ) g
0414 A2 Installation Requirements: Results assume +/- 3%
nominal voltage at line side of the ballast and structures
located within 3 feet of design locations.
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